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Bottom Brackets

Technoglide Classic
Ultimate Quality and Dulability

CNC precision machined to very tight tolerances for ultimate performance and wear.

AT7075-T6 super light alloy with fully sealed stainless steel bearing and crown cone.

Threaded and threadless models. 1" and 1-1/8" and 1-1/4". Colors: Black, Silver,
Blue and Red.

Technical Specification Size model# L1 L2 Stackheight Weight
Technoglide Classic 1" TG32CL 130 120 250mm  920g
Technoglide Classic 1-1/8" TG3BCL 150 135 285mm  97.0g
Technoglide Classic 1-1/4" TG4OCL 155 145 300mm  1020g

Technoglide Classic 1"threaded ~ TG32CLD 220 120 340mm  1010g
Technoglide Classic 1.1/ threaded TG3SCLD 233 135 368mm 10509

Technoglide J-62

Super light weight for Road bike race

CNC precision machined to very tight tolerances for ultimate performance and wear.

Tange Seiki exclusive Super light Hybrid Bearing on upper and lower units.
Tange Seiki exclusive EZ system on upper unit.

Technical Specification ~ Size model# L1 L2  Stackheight Weight
Technoglide J-62 1-1/8" TG3BJE2 140 122 262mm  66.8g

Technoglide J-6

Ultimate Durability and Performance

CNC precision machined to very tight tolerances for ultimate performance and wear.
A7075-T6 super light alloy with fully sealed stainless steel bearing and crown cone.

Tange Seiki exclusive EZ system on upper unit.
Technical Specification ~ Size model# L1 L2  Stackheight Weight

Technoglide J-6 1" TG32J6 145 125 270mm  107.0¢g
Technoglide J-6 1-1/8* TG36J6 165 140  305mm 1120g
Technoglide J-2

Quality and performance

CNC precision machined light alloy with Tange Seiki 4T5 fully sealed cartridge bearing.

Tange Seiki exclusive EZ system on upper unit.

Technical Specification  Size model# L1 L2 Stackheight Weight
Technoglide J-2 1" TG32J2 135 1S5 250mm 7209
Technoglide J-2 1-1/8" TG36J2 140 15 255mm  885¢g
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Technoglide DL me Technoglide LAV87
The traditional lightest model lk E Lightweight and Durable
{281
Lightweight and strong duraluminum alloy construction =) [ CNC machined light alloy top cover, upper and lower cups.
Heat-treated Cr-Mo ball races. ‘ Oversized cartridge bearing on lower unit for increased durability and bigger hits.
Three sizes available: 1", 1-1/8" and 1-1/4" o 5 Standard size cartridge bearing on upper unit for weight savings.
Technical Specification  Size model# L1 L2 Stackheight Weight # Technical Specification ~ Size model # L1 L2 Stackheight Weight
Technoglide DL 1" TG320L 132 1.7 249mm T404g = Technoglide LAV-87 1-1/8° 147 137 284mm 16009 &
Technoglide DL 1-1/8" TG3EOL 148 116 264 mm 95049 | i : 1
Technoglide DL 1-1/4" TG4ODL 174 116 200mm 11609 i =) ° - > f
v —_— Fv I'_ st sy Tachnoghd'
e
. Terious DX4
TEChnog"de RDC-82 Lightweight and strong duraluminum light alloy construction
: - 8 L ems Fully Sealed Mechanism
SO0 S Tyee =1 Technical Specification ~ Size  model# L1 L2 Stackheight Weight
Lightweight and strong duraluminum alloy construction %) i Terious DX4 1-1/8" TE36DX4 139 116 255mm  1000g
Tange Seiki original sized 4T5 Cartridge Bearing _ |
Fully Sealed Mechanism L
Color variation: Silver, Black, Blue, Red, Gold, Green and etc..
Technical Specification Size  model# L1 L2 StackHeight Weight Lt
Technoglide RDC 1" TG32RDC 138 115 253mm 7209 i
Technoglide RDC 1-1/8" TGIRDC 140 122 262mm  B81.0g L I R Terious TG4
High-tension steel
Sealed Mechanism
Technical Specification Size  model# L1 L2 Stackheight Weight
" Terious TG4 1-1/8" TEITG4 121 1.3 234mm 12009
Technoglide J-27
L L R
& & - T ¥ ! ,"’-'-_-‘-‘-h T
Cartridge Bearing Type y b o o
Lightweight and strong duraluminum alloy construction ; I 1 ~ & * : a \
Tange Seiki original sized 4T5 Cartridge Bearing f T . e
Fully Sealed Mechanism Toe Terious TGS L emB _
Color variation: Silver, Black, Blue, Red, Gold, Green and etc.. —— . . | !
k’ i Perfect fitting with Light Alloy headtube 1 Ik
Technical Specification  Size  model# L1 L2  Stackheight Weight f —n : i Sonaiors stosl 5 | r
Technoglide J-27 1-1/8° TG36J27T 138 115  253mm 810 s, T T - = f i
og g 4 ] TAnGe sEIX! Fully Sealed Mechanism L |
Obti Technical Specification  Size  model# L1 L2  Stack height Weight e
piions Terious TG 1-18" TE6TGB 138 124 262mm  1210g L
’ i 7 ]
 ©O I
=" ¢4 R [ '
o o0 B o
B
Double Row Carfridge Bearing  BLT Top Cowver BLT w/ Cabla hanger Top cover wi Cable hanger Super light Bearing 2
R r Terious ER —
T 3 i
Reversible Type headset &
T 1
_ High-tension steel ! , | 3
Sealed Mechanism -
Only 1-1/8" size - -
Black EDP | 2
T Technical Specification ~ Size model# L1 L2  Stack height Weight I i
1 5 - 840 - Terious ER 1-1/8® TE3BER 141 108  26.6mm 110.5g = } !
1]
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Terious STR

Reversible Type headset

High-tension steel
Fully Sealed Mechanism

———————
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Technical Specification  Size  model# L1 L2  Stack height Weight

Terious STR 1" TE32STR 123 1.3 236mm 11009

Terious STR 1-1/8" TE3BSTR 121 1.3 234 mm 12409
Terious Fatty MX-2

Durable for hard jumper

Fatty wall-thickness Chromoly lower cup

Fully Sealed Mechanism

Technical Specification ~ Size
Terious Fatty MX2

Terious Thunder

model #
1-1/8"  TEIGFMX

Super Strong and Durable for hard jumper

Fatty wall-thickness Chromoly lower cup
Bigger sized balls on lower unit for more durable

Fully Sealed Mechanism

Technical Specification ~ Size
Teriaus Thunder

Technoglide 1.5CB

Ride Large

model #
1-1/8" TE3IETHR

Lightweight and strong duraluminum alloy construction
Onepointfive size for the Most Extreme riders.
Tange Seiki specially designed 1.5" cartridge bearings.

Fully Sealed Mechanism.

Technical Specification  Size
Technoglide 1.5CB 112

model #
TG46CR

L1 L2 Stackheight Weight
121 128 24.9 mm 160.0g
L1 L2 Stackheight Weight
121 140 261mm  15504¢
L1 L2 StackHeight Weight
167 138 305mm  1550g
Lt
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Technoglide 1S22
Fully Integrated System

Lightweight and strong duraluminum alloy construction
Tange Seiki original sized 4T5 Cartridge Bearing

Technical Specification  Size  model# L1 L2  Stack height Weight

Technoglide 1522 1* TG32S2 100 05 105mm 5409

Technoglide 1522 1-1/8° TG36IS2 100 05 105mm 62.0g
Technoglide 1S24

Fully Integrated system

Lightweight and strong duraluminum alloy construction
Campy Size Cartridge Bearing for durability
Fully Sealed Mechanism

Technical Specification ~ Size  model# L1 L2 Stack height Weight
Technoglide 1524 1-1/8" TGIHISH 75 06 8.1 mm 69.5g
Options

e 8%9.E

Carbon Top cover Light alloy taller top cover
10mm, 15 mm, 20 mm 15 mm, 20 mm, 25mm

Plastic Long Top Cover
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Technoglide 1S245 51, 2522 Turnlimit
ay W
Fully Integrated System '_}g:q ; Lightweight and strong Duraluminum light alloy construction
Fully Sealed Mechanism

Crantweight s strong durslummun alloy odnetruction S — Tange Seiki Original sized 4T5 stainless steel Cartridge Bearing
Campy sized 4T5 Cartridge Bearing upper - 45 - 1-1/8" size available
Tange Seiki original sized 4T5 1.5" sized Cartridge Bearing lower " Not rotate 360 degree to protect frame
Fully Sealed Mechanism 12 P Can select lower assy from several line up

Technical Specification Size model# L1 L2 Stackheight Weight L I ' Technical Specification ~ Size model # L1 L2 Stackheight Weight

Technoglide 15245 11811-2 TGIS245 151 10 161mm 9359 Lol Technoglide ZS22 Tumiimit 1-1/8" TG36ZS2TLT 271 23  294mm  105g

- ] -‘
Technoglide 1S247LT r— ; V0N
=" z —1— A

Fully Integrated System 1\‘ I I A ) 266"
Lightweight and strong duraluminum alloy construction ] '= f
Campy sized 4T5 Cartridge Bearing upper : - e o u‘iﬁ A
Tange Seiki original sized 4T5 1-1/4" sized Cartridge Bearing lower / o L1 2 . ot . \, -"":’;f
Fully Sealed Mechanism : = | I\ . =

Technical Specification ~~ Size  model# L1 L2 Slackheight Weight v 4 o

Technoglide 15247 1-1/8%1-114"  TGIS247 105 08  11.3mm 860¢g - x - ! ' 1 f

8.6 . -,
1

Teri IST T

erious Technoglide ZS225X
High-tension steel 7 : . ; ;
Gaalad Mackiaiian — Lightweight and strong Duraluminum light alloy construction
Economical Ball retainer type e Fully Sealed Mechanism

Tange Seiki Original sized 4T5 Cartridge Bearing upper
Tange Seiki Original sized 1.5" Cartridge Bearing lower
44mm streaight head tube / 1-1/8" & 1.5" tapered fork

Only 1-1/8" size
Technical Specification  Size  model# L1 L2 Stackheight Weight

Terious IST 1-1/8* TE3BIST 50 05 55mm 9209 | 9
) i i Black, Brown, Nickel Black
o
% 1 Technical Specification Size model# L1 L2 Stack height Weight
TEChﬂﬂgﬁde 1 5'5 y ! R Technoglide 25225X  1-1/8'/1.5°  TGZS225% 65 136 201mm  1095¢g
. / :\ I!
Lightweight and strong duraluminum alloy construction F 0 I s 64480
Fully Sealed Mechanism & o = ! — I
Tange Seiki Original Sized 1.5" Cartridge Bearing - L - T G 1 [ 4
a2 w
Technical Specification ~ Size  model# L1 L2  Stack height Weight \_/ F T - i - I 1T
Technoglide 1.51S 1.5 TG46l1S2 150 06 15.6 mm 10659 | i = i: :
= AET &, . o _
- ¢+4z8% " - ¢ 4.5 il ? '
R ¢ 425" —‘ = ¢52 I} - . @:, { ! _‘:;
" i yi . . |
! 6 '\ 3 . / ] 'N F’f ! - ::q:. i L 50 R +
. — vl - ¢
9455 - | i ! .
e - e L i J Options
- ¢35 " e
e tH -+ r ' i - 55 _
| | [ Tl :
N s [ I [
: - |__|'jaj_‘ | e
o @ ' 154
el L o | 1.
¢4 J ~
o:2 137 = #52 Light alloy taller top cover Plastic Long Top Cover BLT Top Cover Top cover w/ Cable hanger
15 mm, 20 mm, 25mm
1S245 1S247 1.51S

page.07 page.08
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Technoglide ZS22 Technoglide 1.5ZS A
. $ME g ;
Zero Stack system : e A T Zero Stack system t
& i [ 2w ' = : ]
Lightweight and strong duraluminum alloy construction L . 1 c_-' 1 - = Lightweight and strong duraluminum alloy construction
Tange Seiki original sized 4T5 Cartridge Bearing - ’l,“ - v s TochO Fully Sealed Mechanism
Fully Sealed Mechanism #50 \ Tange Seiki Original sized 1.5" Cartridge Bearing
" a | 3 |
Technical Specification  Size  model# L1 L2 Stackheight Weight ( Bl & g:”yk1'5 ‘::: hork :":I'z‘r’f;"‘ i"’if'"t h’;"::'b“ seallatt i
Technoglide 2522 1" TG32ZS2 1.0 20 130mm 7509 - . L o A e L L
Technoglide Z522 1-1/8" TG36ZSZ2 1.3 22  135mm  84.0g G Technical Specification  Size  model# L1 L2 Stackheight Weight
Technoglide 1.5Z5 15" TG46Zs2 100 24  124mm 1469
[__ _p28.6 _]
Technoglide ZS225 L Technoglide 1.5ZSR
Zero Stack system on tapered head tube / —0 -I_Jr ' OnePointFive Zero Stack for 1-1/8"fork
Lightweight and strong duraluminum alloy construction = LT ‘ ] . .
Fuly Seaed Mechanism i [T Moy At 03 4 Sl o
Tange Safkf ur-igfnal sfmd JT?.Cam[dge Baari.ng upper ; - Jt'“ Tange Seiki original sized 4T5 Cartridge Bearing
Tangf Sallunurlglnal sized 1.5" Cartridge Bearing lower L : | Fully Sealed Mechanism
1-1/8" & 1.5" tapered fork and headtube I | ™ Technical Specification Size Model# L1 L2 StackHeight Weight
Technical Specification Size model# L1 L2 Stack height Weight ’::z" Technoglide ZSR 1.5"Headtube/ 1-1/8"Steerer  TG1.5ZSR 71 20  9.1mm 156.0 g
Technoglide 25225 1-1/8Y1-1/2" TGZS225 150 24 174mm  116.0¢g
- #W3 -
Technoglide 1.5ZSX25 e —— Terious 1.5ZSR-BR
. R
1.5" Zero Stack system ra - OnePointFive Zero Stack for 1-1/8" forks
e
Lightweight and strong duraluminum alloy construction - ) - High-tension steel
Tange Seiki original designed 1.5" semi-integrated bearing unit upper ! Ball retainer Type 1.5" to 1-1/8"
Tange Seiki original designed 1.5" Bearing unit lower L Reducer Headset System
Fully Sealed Mechanism S 2 Fully Sealed Mechanism
Technical Specification ~ Size  model# L1 L2 Stackheight Weight T | TBL':_"II'Iical Specification - Size : model # L1 L2 Stackheight Weight
Technoglide ZSX25 1-1/2* TGZSX25 160 103 16.3mm 137.0g i (1% o Terious ZSR-ER 1.5"headtube/ 1-1/8"Steerer TE1.5Z5R-BR 7.1 1.8 8.9 mm 166.0g
REEETL .
4438 1 +
QHE'EE ~ .“’aﬁ z | ow&g I;.:
e L } N | o
- ol —t | T e . o i
3 | = f 1 i
- #50 -
(1]
- L i
! 1 L. e 0
= of
L 1 {- Fs 5 | -l‘ @ o .

| I

- 455 = Tt h - #50 - o6 %6

1.5Z25X25 ZS225 2822 1.5ZS 1.5ZSR

page.09 page.10



5 =%

TAN I(;FSEIKI
value thr"qﬂ(g'hﬁthmmgy

Technoglide ZS|-47

Zero Stack and Fully Integrated in One

The New Z5I| combines the best of the Zero Stack system with the fully integrated
system by combining the cup with the cartridge bearing. Gives you the sleek, clean
look and weight savings of the integrated system with the protection of the Zero Stack system.

Fits 41 mm x 47 mm head tubes.

Terious ZST2

High-tension steel
Ball retainer type semi-integrated headset system
Fully Sealed Mechanism

ZST2-LT: Light alloy longer top cover
Color variation: Silver, Black, Blue, Red, Gold, Green and etc. as option

-

-y
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4286 :
Lightweight and strong duraluminum alloy construction ) Technical Specification ~ Size  model# L1 L2 Stackheight Weight [——W 3
Tange Seiki exclusive EZ system on upper unit. : 3;>\ 5 Terious ZST2 1" TE32Z5T2 60 35 95mm 9409 = 1 [d=—x
Tange Seiki specially designed ZSI adapter cups. Lo i © Terious ZST2 1-1/8" TE36ZST2 B1 34 115mm 11309
Technical Specification  Size  model# L1 L2 Stackheight Weight —1c! s
Technoglide ZSI-47 1-1/8" TG36ZSKM7 6.7 05 7.2mm 63.0g S 4 -
¢ 45 -
| l_i ;
Technoglide ZSI-50 6 Terious ZSTQ
Fits Current 1-1/8" Zero Stack system but without the cups 4286 High-tension steel
I i Semi-cartridge type semi-integrated headset system
The same features as the ZSI-47 headset but designed to fit frames using ——H Fully Sealed Mechanism
the current 1-1/8" Zero Stack headsets. ']: . ~|.} ZSTQ-LT: Light alloy longer top cover
E:mh:;e Tnllt X SI:I i:tr;'no hsa‘;l tul:nes.' y i I_. :@ e Techi Color variation: Silver, Black, Blue, Red, Gold, Green and etc. as option
g ght an ng duraluminum alloy con on _ -
Tange Seiki exclusive EZ system on upper unit. :: Technical Specification  Size model# L1 L2 Stack height Weight
Tange Seiki specially designed ZSI-50 adapter cups. [ 1 - Terious ZSTQ 1-1/8" TE36ZSTQ 67 33 100mm 12409
Technical Specification ~ Sze  model# L1 L2 Stackheight Weight . Gl
Technoglide ZS1-50 1-1/8" TG36ZSI50 6.8 05 7.3 mm 95.09 ' ""| 1 =
AR Y-
Technoglide EZS . Terious ZSTE
Tange Seiki patented EZ system on ZS headset - —u\ 4 Reversible type headset L
[ E—— IL i I
The Tange Selki EZ system combines all assembly parts Into two pre-assembled units. — 4 1 BiHeamon sial i -k
Always correctly assembled, EZ to install, & P8 Sealed Mechanism ad |
The EZS Zero Stack is made of lightweight strong duraluminum alloy construction. i Light Alloy longer top cover optional
Tange Seiki specially designed EZ cartridge bearings. ' ' Only 1-1/8" size
Fully Sealed Mechanism ol ‘ ks " — i ’ f
Technical Specification ~ Size  model# L1 L2 Stackheight Weight
Technical Specification ~ Size  model# L1 L2 Stack height Weight Tt.!.ri':l:.‘nsmzsTpEeclﬁ - 1-1/8*  TE3IGZSTE 51 43 9.4 mm ngg =
Lo o IR L B R B B L > Terious ZSTEP-15 118" TE36ZSTEP 160 43 203mm 9509
. ¢ AL
‘ S41, 4201 #4901 . s3 R
! 1
K i i <
I | w | .
' i
: & 47 : . edMEm
| |
| ' ], os t— DS i
—|\ ‘ ! i
‘ Y W T | -
G dBa1 +2 f 50
ZS|-47 ZS1-50

page.11



TANGESEIKI
value through technology

LEVIN

NJS approved model

Tange Seiki Traditional Headset
CNC Machined Fully Cr-Mo construction
Super Stone Polish on every ball races

Technical Specification Size model# L1 L2  Stack height Weight
LEVIN 1" Lv-11 255 124 3B2mm 15509

LEVIN-CDS

CNC Machined Fully Cr-Mo construction
Super Stone Polish on every ball races
Fully Sealed Mechanism

Technical Specification Size model# L1 L2  Stack height Weight
LEVIN-CDS 1" LWCDS 21 1.2 333mm 14509

LEVIN Alloy 1500

NJS approved model

Lightweight and strong duraluminum alloy construction
Heat-treated Cr-Mo ball races
Super Stone Polish on every ball races
Drilled non-structual areas for reduced weight
Fully Sealed Mechanism
Technical Specification Size model# L1 L2 Stackheight Weight
LEVIN Alloy 1500 1" LV-1500 250 125 375mm 12109

Falcon rL2s0c

Cartridge Bearing System

Lightweight and strong duraluminum alloy construction
Tange Seiki Original sized 4T5 Cartridge Bearings
Fully Sealed Mechanism

Technical Specification Size model# L1 L2 Stackheight Weight
Falcon 1" FL250C 240 13  353mm 9309

page.13
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Falcon ri27oc
Cartridge Bearing System

Lightweight and strong duraluminum alloy construction
Tange Seiki Original sized 4T5 Cartridge Bearings

Fully Sealed Mechanism

Technical Specification  Size model# L1 L2  Stack height Weight
Faloon 1-1/8" FL270C 230 1.5 345mm 98509
Passage

High-tension steel

Triple Sealed Mechanism
C.P., Black EDP, Satin Finish available

Technical Specification ~ Size model# L1 L2 Stack height Weight

Passage 1" PA32ST 203 103  303mm 15609
Passage 1-1/8" PA36ST 212 108 320mm 17509
Passage SE32DX

Lightweight and strong duraluminum alloy construction
Heat-treated High-tension steel ball races
Triple Sealed Mechanism

Technical Specification  Size model# L1 L2 Stackheight Weight
Passage DX 1" PA32DX 230 121  351mm  1080¢g

- -
TANGE sapAH

Passage New SE36DX

Lightweight and strong duraluminum alloy construction
Heat-treated High-tension steel ball races
Triple Sealed Mechanism

Technical Specification ~ Size  model# L1 L2  Stackheight Weight
Passage DX 1-1/8" PA3DX 220 124 344mm 11509

TANGESEIKI
value through technology
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CNC Machined A7075-T6 Light Alloy g / = -J i
NJS approved model 0
PP Lightweight and strong duraluminum alloy construction R ik F
CNC Machined A7075-T6 Light Alloy Heat-treated Cr-Mo ball races P . -
Lightweight and strong duraluminum alloy construction Triple Sealed Mechanism - bl
:_':’t'";‘” S b‘:" el Technical Specification ~ Size  model# L1 L2 Stackheight Weight A PR —

A P — Vantage DL *  VR254 213 115 328mm  900g bk 4 5 -
Technical Specification Size model# L1 L2 Stack height Weight Vantage DL 1-1/8* VR-286 21.7 115  33.2mm 98.0g A i - L | [e)) =
Vantage 1" AVS05 216 115 331mm 9559 Vantage DL 1-14* VR-318 230 116 346mm 10309 g !

L 828 _
MA60C sy -
m— o v
Vantage Z2322 ADC Top Lock Nut, Notched Washer and Adjusting cone are for Anti-rusting ) | \ @
Lightweight and strong duraluminum alloy construction Semi-cartridge type upper and lower cup 4 —
Tange Seiki Original 4T5 Cartridge Bearing Loose Proof Mechanism T e
Fully Sealed Mechanism Technical Specification Size model# L1 L2 Stackheight Weight i r g
Technical Specificaton ~ Size  model# L1 L2 Stackheight Weight MG L Bl L —TQ « o
Vantage 25 1" VZSH 120 22 142mm 8209 L ]
Vantage 25 1-1/8" VZSB1 144 22 166mm 98049
L 428
e : F 1
TG-235 - e
High-tension steel 3
C.P., Black EDP, Satin Finish available P - -
Vantage ZSLT P’ e
Technical Specification  Size model# L1 L2 Stackheight Weight é:!é —
Light alloy conical top cover covers lock nut assembly TG-235 1" TG235 237 M0 327mm 130049 b. e ( L 0] E
Lightweight and strong duraluminum alloy construction ' .
Tange Seiki Original 4T5 Cartridge Bearing - em -
Fully Sealed Mechanism
Technical Specification  Size  model# L1 L2 Stackheight Weight 11
Vantage ZSLT 1" VZSLT21 250 22 272mm 98.0g Mx 2 : _—5 l— '
Vantage ZSLT 1-1/8" VZSLT81 250 22 272mm  130.0g = l 4 g i-;-:--:,}-
Strong duraluminum Cr-Mo cups and cone - ) 3 Y
C.P., Black EDP available - { - \“;t;!-_,__/
For BMX Bikes g o
R
Technical Specification Size model# L1 L2 Stack height e { e 3
MX-2 1132.7/264 MX2 282 114 39.3 mm d g ':; w
Vantage ZSELT 7
NI -
Light alloy conical top cover is on lock nut assembly
High-tension steel cups and ball retainers
Fully Sealed Mechanism pARE
Technical Specification ~ Size  model# L1 L2 Stackheight Weight AW-27 = oo I
Vantage ZSELT 118" VZSELT-81 115 28 143mm  108.0g High-terislon steel — F
C.P,, Black EDP available P— e 5
For BMX Bikes [ 1 g
Technical Specification Size model # L1 L2  Stack height Gl A
AW-2T 1732.7126.4  AW-27 270 111 38.1mm 1
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Carbon Spacer LN-7922 -
Fully machined Cr-Mo Hollow axle — ozﬂe 3 "-T:.
Light alloy cups and body d a--v'|
4 73mm or 68mm shell width, and every sizes axle available ——
&
y
LN-3922
B . S Forged Steel Solid axle
earing Spec Steel C.P. cups and body
Model Description 73mm or 68mm shell width, and every sizes axle available
#300 5/32" X 20 Ball retainer for 1" sized headset
One Piece A“oy Expander #350 5/32" X 16 Ball retainer for 1" sized headset
#375 1/4" X 11 Ball retainer for Bottom bracker set LN'391 2

#380 1/4" X 9 Ball retainer for Bottom bracker set

#500 376" X 15 Ball retainer for BMX headset

#501 3/16" X 18 Ball retainer for BMX headset

#550 516" X 9 Ball retainer for BMX Bottomn bracker set
#551 5/15" X 12 Ball retainer for BMX Bottom bracker set
#600 1/8" X 18 Ball retainer for Vantage DL headset
#700 5/32" X 20 Ball retainer for Vantage 1" headset
#300 5/32" X 22 Ball retainer for 1-1/8" sized headset

#0900 | 5/32" X 22 Ball retainer for 1-1/4" sized headset LEN-3912 en standard passed
#1200 | Stainless steel bearing for Techno Glide headset (42x30.5x7)

#1400 | Cartridge Bearing Larger size (OD=45) for headset (44.8x30.2x44.8)

Forged Steel Solid axle
Steel Black EDP cups and body
73mm or 68Bmm shell width, and every sizes axle available

European EN Standard Passed and Certified for Strength and Durability

#1501 | Cartridge Bearing for 1" sized headset (38.13x27.2x6.3) Forged Steel Solld axie
#1508 | Cartridge Bearing for 1-1/8" sized headset (41x30.2x6.3) Steel Black EDP cups and body _ )
#1510D | Cartridge Bearing for 1-1/8" sized headset - DOUBLE RAW(41x30.2x10.4x45D) 73mm or 68mm shell width, and every sizes axle available

#1516 | Cartridge Bearing for 1-1/8" sized headset (41.8x30.2x6.3x45D)

Super Lightweight Carbon Spacer | #1528 | Cartridge Bearing for 1-1/8" sized headset (44.8x31.4x 6.3x45D)

#1530 | Cartridge Bearing for 1-1/8" sized headset (43x30.2x7.2x45D) Sarticpe B Chart

#1538 | Cartridge Bearing for 1-1/8" sized headset (41.9x30.2x6.3 ) LN-3912C for community and Electric bikes e
#1545 | Cartridge Bearing for 1-1/8" sized headset (45x30.2x7.7x45D) 68 17 18 52 103
#1546 | Cartridge Bearing for 1-1/8" sized headset (48x30.2x7.7x45D) Forged Steel Solid axle £ 1a5 205 S5 107
#1548 | Cartridge Bearing for 1-1/8" sized headset (44.8x31.4x6.3mmx45D) Steel Black EDP cups and body 68 225 205 545 111
#1550 | Cartridge Bearing for 1.1/2" sized headset(57x41x7x45D) 73mm or 68mm shell width, and every sizes axle available 68 225 23 57 1135
#1608 | Cartridge Bearing for 1-1/8" sized headset (44.6x30.2x 6.7x45D ) L7922 L S S o
#1652 | Cartridge Bearing for 1-1/4" sized headset (46.8x34x7x45D) L3922 68 25 25 50 118
#1708 | Cartridge Bearing for 1-1/2" sized headset (50.8x40x7mmx45D) LN-2012 g g gg gg :;g
#1718 | Cartridge Bearing for 1-1/2" sized headset (51.8x40x8mmx45D) LNX-7911 68 26 205 635 1236
#1720 | Cartridge Bearing for 1-1/2" sized headset (52x40x7mmx45D) 68 285 305 645 127
#1728 | Cartridge Bearing for 1-1/2" sized headset (52x40x8mmx45D) CNC machined light alloy cups and body ;g ;g }g gg 107
#1738 Cartmlge Beanng for 1.38" sized headset [49!37!?!45[)} For X-type crank set, and 73mm or 68mm shell width 73 20 205 5? 113.5
T
73 225 225 59 118
73 235 255 62 122
BB220SB BB220ST nomomme e
Fully CNC machined heat-treated steel cups and cones High-tension steel
Tange Seiki original sized Cartridge Bearings C.P. or UCP available
For BMX Bikes For BMX Bikes

6= @ @

HBRF-1001 HBRR-1001 - -

=y : .
Spoke Hola: 14Gx16H or 14Gx 20H Spoke Hole:14Gx20H or 14Gx24H * N ] \ .45 ] . ﬁ
Axle Dim:9(ID5.2)x100x 108 Axle Dim: 10{1D5.2) x 130x140 M e ‘\____,/ £~ =
Axle Material: ALTOTS-T6 Axle Material:ALT075-T6 ;,—1\ 'ﬁ-ﬁ T~
Seal Bearings:2PCS Seal Bearings:4PCS o O @ \ ;
Weight:105g Weight:240g
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