TANGESEIKI
value through technology

TANGE SEIKI CO., LTD
1-1-26, KURUMANO-CHO NISHI,
SAKAI-KU, SAKAI, OSAKA JAPAN, 590-0940

TEL +81-72-224-9990
E-mail: inffo@tangeseiki.com

TANGE SEIKI TAICHUNG CO., LTD

NO.18, GONGYEGU 10TH RD.,
XITUN DIST., TAICHUNG CITY 40755, TAIWAN(R.O.C)
TEL +886-4-2358-0100

E-mail: info@tangeseiki.com
TANGE SEIKI SHENZHEN CO., LTD

NO.141, YING TAI RD, YING TAI INDUSTRY AREA,
DALANG ST, LONG HUA, SHENZHEN 518109, CHINA

TEL +86-755-2774-2384
E-mail: inffo@tangeseiki.com

EUROPEAN SALES AND SERVICE
ACTIVE SPORTS PRODUCTS, S.L.

C/MARESME 58 (URB TORRE VELLA BUZON A17)
17258 L'ESTARTIT-TORROELLA DE MONTGRI (GI) SPAIN
TEL +34-972-750030

JAPANESE SALES AND SERVICE
TOKYO SAN-ESU CO., LTD.

3-7-1, UENO TAITO-KU, TOKYO, JAPAN 110-0005
TEL +81-3-3834-2041

JAPANESE SALES AND SERVICE
MARUI LTD.

27-1, UOZAKIHAMAMACHI, HIGASHINADA-KU,
KOBE, JAPAN 650-0024 .
TEL +81-78-451-9100
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Auto Stabilizer

Technoglide Classic
Ultimate Quality and Dulability

CNC precision machined to very tight tolerances for ultimate performance and wear
A7075-T6 super light alloy with fully sealed stainless steel bearing and crown cone
Threaded and threadless models. 1" and 1-1/8" and 1-1/4". Colors: Black, Silver,
Blue and Red.

Bearings: Upper & Lower #1200

Technical Specification Size model# L1 L2 Stackheight Weight
Technoglide Classic 1" TG32CL 130 120 250mm  920g¢
Technoglide Classic 1-1/8" TG36CL 150 135 285mm 9709
Technoglide Classic 1-1/4" TG40CL 155 145 300mm 10209

Technoglide Classic 1"threaded ~ TG32CLD 220 120 340mm  101.0g
Technoglide Classic ~ 1-1/8" threaded TG36CLD 23.3 135 368mm  105.0g

Technoglide J-12
Super Smooth Rotation. ALWAYS

J12 exclusive "Self-cleaning™ bearing

CNC precision machined to very tight tolerances for ultimate performance and wear
Fully Sealed Mechanism

Stainless steel crown cone

1-1/8" and Black anodized

Bearings: Upper & Lower J-12 exclusive bearings

Technical Specification  Size model# L1 L2  Stack height Weight
Technoglide J-12 1-1/8"  TG36J12 14.7 121 26.8 mm 94.8¢g

Technoglide J-62
Super light weight for Road bike race

CNC precision machined to very tight tolerances for ultimate performance and wear
Tange Seiki exclusive Super light Hybrid Bearing on upper and lower units

Tange Seiki exclusive EZ system on upper unit

Bearings: Upper & Lower #1508HB

Technical Specification ~ Size  model# L1 L2  Stack height Weight
Technoglide J-62 1-1/8" TG36J62 140 122 262mm 6859
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Technoglide J-3 Technoglide J-27
Quality and Performance 2286 | Cartridge Bearing Type 2
CNC precision machined light alloy with Tange Seiki 4T5 fully sealed cartridge bearings el N Lightweight and strong duraluminum alloy construction {4. nn}iﬂ*‘
Good fitting with Cr-Mo frame & f? N Tange Seiki original sized 4T5 Cartridge Bearings - Tech
Stainless steel crown cone Fully Sealed Mechanism
Black, Silver, Super Polish, Blue, Red, Gold, Green anodized Color variation: Silver, Black, Blue, Red, Gold, Green
Only 1-1/8" size available Bearings: Upper & Lower #1508
Bearings: Upper & Lower #1508 4
. P : . . Technical Specification =~ Size  model# L1 L2 Stack height Weight L 3 L 3
Technical Specification ~ Size = model# L1 L2  Stackheight Weight Technoglide J-27 11/8" TG36J27 138 115 253mm  880¢ TANGE sEIX!
Technoglide J-3 1-1/8"  TG36J3 145 121 266mm  815¢g ‘
‘ @30

. Technoglide LAV87

Technoglide RDC-82

Lightweight and Durable

Cartridge Bearing Type

Lightweight and strong duraluminum alloy construction
Tange Seiki original sized 4T5 Cartridge Bearings

Fully Sealed Mechanism

Color variation: Silver, Black, Blue, Red, Gold, Green
Bearings: Upper & Lower #1501 for 1" and #1508 for 1-1/8"

CNC machined light alloy top cover, upper and lower cups

Oversized cartridge bearing on lower unit for increased durability and bigger hits
Standard size cartridge bearing on upper unit for weight saving

Bearings: #1508 Upper and #1530 Lower bearing

14

TANGE S i Teohnodi®*

Technical Specification ~ Size  model # L1 L2  Stack height Weight
Technoglide LAV-87 1-1/8" TG36LAV87 146 139  285mm 99.0¢g

Technical Specification = Size ~ model # L1 L2  Stack height Weight
Technoglide RDC 1" TG32RDC 141 112 253 mm 7209
Technoglide RDC 1-1/8" TG36RDC 14.0 121  26.1mm 88.0g

121

A g Techﬂ-."j?"“""w

30 $28.6
- L - !
Terious DX4
TeChnOglide DL Lightweight and strong duraluminum light alloy construction i
F 0286 W Fully Sealed Mechanism I

The traditional lightest model Bearings: Upper & Lower #800

|
.

Lightweight and strong duraluminum alloy construction
Heat-treated Cr-Mo ball races

Three sizes available: 1", 1-1/8" and 1-1/4"

Bearings: Upper & Lower #300 for 1", #800 for 1-1/8", #900 for 1-1/4"

Technical Specification =~ Size  model # L1 L2  Stack height Weight , .
Terious DX4 1-1/8" TE36DX4 139 116 255mm  103.0¢g -y - Ql
J ‘rn_r‘GF e Teffou:' )

Techno Glide DL

Technical Specification ~ Size  model# L1 L2  Stack height Weight

Technoglide DL 1" TG32DL 132 117 249mm  740g ‘
Technoglide DL 1-4/8" TG36DL 148 116 264mm  950¢ P e
Technoglide DL 1-1/4" TG4ODL 174 116 290mm  116.0g s Tochnoglid” \ ) f
o

Options

=

£ =X=

iy O

Double Row Cartridge Bearing BLT w/ Cable hanger Top cover w/ Cable hanger Hybrid Bearing

in lower cup

BLT Top Cover

page.03 page.04
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Terious STR n i Terious ER Lo
Reversible Type headset ; ; High-tension steel Pt
f Fully Sealed Mechanism 3
High-tension steel Only 1-1/8" size i e |
Fully Sealed Mechanism 634 Blacl'( EDP
Bearings: Upper & Lower #300 for 1" and #800 for 1-1/8" — | * Bearings: #800 2
Technical Specification ~ Size  model# L1 L2  Stackheight Weight A Technical Specification SIS model# HNNEN L2 NESESEGUHNN ~ Weight Q|
Terious STR 1" TE3STR 123 113 236mm  1100g L » i Terious ER 1-1/8" TE36ER 141 108 249mm 11059
Terious STR 1-1/8" TE36STR 121 113  234mm  1215¢g - 230
6286 _
Terious Fatty MX-2 : Li‘f_
) o
>2.6 Durable for hard jumper T T H T
Terious TG8 i Fatty wall-thickness Chromoly lower cup L J
e . . e S e Fully Sealed Mechanism B
Perfect fitting with Light Alloy headtube jg '_ Bearings:Upper & Lower #300 ’ \
High-tension steel . P : . - !
Fully Sealed Mechanism Technical Specification = Size  model# L1 L2  Stack height Weight o ow
Bearings: #3800 o34 Terious Fatty MX2 1-1/8" TE36FMX 121 128 249mm  1635¢g \ ‘jl F
—— N
Technical Specification =~ Size ~ model # = L1 L2  Stack height Weight / :L L
Terious TG8 1-1/8" TE36TG8 138 124 262mm  1185¢g = t; o A_M.‘
* Terious Thunder
= ——17 1
Super Strong and Durable for hard jumper - = 4 - B
Smami T‘II-
Fatty wall-thickness Chromoly lower cup
©28.6 Bigger sized balls on lower unit for more durable
T - T 4 Fully Sealed Mechanism .
erious G = [ra = Bearings: Upper #800, Lower #935 (1/4" x 15) ) W
‘ a I— ] e
High-tension steel ' Technical Specification ~ Size  model# L1 L2  Stack height Weight { ;J b
Sealed Mechanism Terious Thunder 1-1/8"  TE36THR 121 140  26.1mm 17459 ) '/
Bearings: Upper & Lower #800 Y TR 0
Technical Specification =~ Size ~ model# L1 L2  Stack height Weight
Terious TG4 1-1/8" TE36TG4 121 113 234mm  1165¢g In 031
a5 Technoglide 1.5CB s I
\ e
»30 Ride Large \ ‘
Lightweight and strong duraluminum alloy construction 540,65
10,00 . Onepointfive size for the Most Extreme riders _‘
¢ 41.25:9 AL 2410 ¢ 429 #4239 Tange Seiki specially designed 1.5" cartridge bearings ‘
) le= T for Fully Sealed Mechanisim 3 3|
{?; g n g; ‘ P fu? Bearings: Upper & Lower #1728 ‘ I
N \ : & ™
EvAIE i ; f i A Technical Specification ~ Size  model# L1 L2  Stackheight Weight —wn
‘ i ‘ :11255 Technoglide 1.5CB 1-1/2" TG46CB 167 138 30.5mm 135.0¢g
T :
! 38 ! ! 48 ! ¢35 9
ols 645.5 i ®47
45 X
o ‘< —‘ L\ 6406858
‘/\ /\‘ ‘ ‘4 ‘ = - = s o
I 90° ‘ =s /\ /\ s2 o Pl o o ﬁn o
+C\]‘ 9 G ‘?? \\ﬁ/ o T
e | g | | :%io
- ®52. 139
1S22 IS22E 1S24 1S245 °
& 57
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Technoglide 1S22 2 Technoglide 1S247LT —eme
I / — .,
F.uIIy Ir.1tegrated System . . — Fully Integrated System /] A
Lightweight and strong duraluminum alloy construction g { Lightweight and strong duraluminum alloy construction %ﬁ
Tang_e Seiki original sized 4T5 Cartridge Bearings . : Campy sized 4T5 Cartridge Bearing upper s |
Bearings: Upper & Lower #1501 for 1" and #1508 for 1-1/8" | oesgg e p \ Tange seiki original sized 4T5 1-1/4" sized Cartridge Bearing lower \ / B o852 _
Technical Specification  Size  model# L1 L2 Stack height Weight o _ 1 - Fully Sea'led Mechanism o =z |
Technoglide 1522 " TG3S2 75 05  80mm  540g ' ' o Bearings: Upper #1516, Lower #1652 v Q|
Technoglide 1S22 1-1/8" TG36IS2 76 05 81mm 6209 F Technical Specification Size Model# L1 L2 Stackheight Weight L ]
Technoglide 1S247 1-1/8"/1-1/4" TGIS247 159 08  167mm  101.0g i
©28.6
N . 228. 6
Terious IS22E  F Technoglide 1S22SL b
: T
Plastic top cover and compression ring Fully Integrated and Super Low Profile 4‘@ |
Economical cartridge bearings
Only 1-1/8" sized and Black color ' 938 Tange Seiki original sized 4T5 Cartridge Bearings ‘ 338 |
Bearings: Upper & Lower #1508ECO 045 Fully sealed mechanism 645
- — - - - Only 1-1/8" size for upper unit
Technical Specification ~ Size  model# =~ L1 L2  Stackheight Weight Bearings: Upper & Lower #1508
Terious 1S22E 1-1/8" TE36IS2E 7.0 0.8 7.8 mm 5229 o ho
Technical Specification =~ Size  model# L1 L2 Stack height Weight — F
f Technoglide 1S22SL 1-1/8" TG36IS2SL 1.7 05  22mm 51.2¢ o
30 028.6
1
= $28.6
Technoglide 1S24 . ]
g ; Terious IST it
(o] 0
Fully Integrated system j r High-tension steel
Lightweight and strong duraluminum alloy construction f) Sealed N_Iechanism . sz
Campy Size Cartridge Bearing for durability Y. — . _BaII retainer type 45
i ¢ Only 1-1/8" size - o4 -
Fully Sealed Mechanism L " ‘
Bearings: Upper & Lower #1516 $45.5 Bearings: Upper & Lower #608 (1/8" x 24) 3
Technical Specification =~ Size model# L1 L2 Stack height Weight ‘ I
Technical Specification =~ Size  model # L1 L2  Stack height Weight S Terious IST 1-1/8" TE36IST 5.0 05 55mm 9204 | 7 f
Technoglide 1S24 1-1/8" TG361S24 75 06  8.1mm 63.0g ‘ 30
| -
. —Joao Technoglide 1.51S T
Technoglide 1S245 AL 1
_ eme Lightweight and strong duraluminum alloy construction —:[r\ f
Fu"y |ntegrated System W Fully Sealed Mechanism ()
/ 5\ n Tange Seiki Original Sized 1.5" Cartridge Bearings . R
Lightweight and strong duraluminum alloy construction S 2 g Bearings: Upper & Lower #1708 o
Campy sized 4T5 Cartridge Bearing upper N Tl ) - 055 o
Tange seiki original sized 4T5 1.5" sized Cartridge Bearing lower i Technical Specification =~ Size  model# L1 L2  Stack height Weight .
Fully Sealed Mechanism R, = L ; $45.5 Technoglide 1.51S 15"  TG461S2 150 0.6 15.6 mm 106.59 : ﬁ‘j ©
Bearings: Upper #1516, Lower #1708 T e - e - P
e : $39.74
Technical Specification Size Model# L1 L2 Stack height Weight ﬁ F $45.5
Technoglide 1S245 1-1/8"/1-1/2" TGIS245 154 06  16.0mm  89.0 \ 041, 2'0:0
g 9 E i AL 20, ‘ 64289 _‘ 641,200 452 11
¢ 39.74 - — —
Options ( fﬁ ‘ d i :: — E“o
U
WO=X=, e
SV 2 : o1 055 -
R @ @ I /\0/\| B @:/ N N \
! o Iw | |
Carbon Top cover Light alloy taller top cover Plastic Top Cover BLT w/ Cable hanger BLT Top cover Top cover w/ Cable hanger Hybrid Bearing 745 04739 ~
10 mm, 15 mm, 20 mm 15 mm, 20 mm, 25mm $52
1S22SL 1S247 IST 1.51S

page.07 page.08
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Technoglide 2S22 ZS22 Turnlimit o~
6286 AN \
Zero Stack system " B ) L1 Lightweight and strong duraluminum light alloy construction / }
Lightweight and strong duraluminum alloy construction o= = E S Fully Sealed Mechanism ¢ : ) ¢
9 g Lo 'g R y R : gl : Tange Seiki original sized 4T5 stainless steel Cartridge Bearings b= e
Tange Seiki original sized 4T5 Cartridge Bearings M, St Only 1-1/8" size available f }
Fully Sealed Mechanism i i b ) L
Bearings: Upper & Lower #1501 for 1" and #1508 for 1-1/8" 3 © - i 2:;f;f:§tig&:fg;§tf‘: o’:f;gﬁ:‘:;?':ﬁ o up g
| — ings:
Technical Specification Size  model# L1 L2 Stackheight Weight - SR Bearings: Upper & Lower #1508 B
1e°:“°9:!ge §§§§ 1 1 & ?égféz; gg ;g gg mm % 9 Toe™ T Technical Specification ~ Size  Model# L1 L2 Stackheight Weight 8l
eehnogice : S cmm g Technoglide S22 Tumlimit  1-1/8" TG36ZS2TLT 268 23 291mm 1059 : | il
o 234
Technoglide ZS225 *
Zero Stack system on tapered head tube [ ] Technoglide 1.5ZSX25 o3
Lightweight and strong dulauminum alloy construction " o | -
Fully Sealed Mechanism o 1.5" Zero Stack system R
Tange Seiki original sized 4T5 Cartridge Bearing upper ‘ A\
Tange Seiki original sized 1.5" Cartridge Bearing lower % W‘ * Lightweight and strong duraluminum alloy construction fgd
1-1/8" & 1.5" tapered fork and headtube T Tange Seiki original designed 1.5" semi-integrated bearing unit upper \ﬁgs;—]
Bearings: Upper #1508, Lower #1728 L f Tange Seiki original designed 1.5" Bearing unit lower i
) ' : oo T Fully Sealed Mechanism |
B rr— m 5 g 962 - . . . 1 r
Technical Specification Size model# L1 L2 Stackheight Weight Bearings: ZSX25 upper unit & ZSX25 lower unit ) p
Technoglide ZS225 1-1/8"/1-1/2" TGZS225 6.3 25 8.8 mm 10219 I
Technical Specification ~ Size model# L1 L2  Stack height Weight L B
- o0 . Technoglide ZSX25 1-1/2" TGZSX25 200 103 303mm  137.0¢ $5%5
Technoglide ZS225X 2
Lightweight and strong dulaluminum light alloy construction
Fully Sealed Mechanism
Tange Seiki original sized 4T5 Cartridge Bearing upper
Tnage Seiki original sized 1.5" Cartridge Bearing lower . 026
44mm streaight head tube / 1-1/8" & 1.5" tapered fork N TeChnOgllde ZSZZSL ! :
Black, Brown, Nickel Black I . @ @ L
Bearings: Upper #1508, Lower #1728 ‘ Zero Stack system and Super Low Profile > o~
! — e
o {14

Technical Specification Size model# L1 L2 Stackheight Weight i i Lightweight and strong duraluminum alloy construction S, Tochnoghes
Technoglide ZS225X  1-1/8"/1.5"  TGZS225X 65 136 201mm  1095g | | Tange Seiki original sized 4T5 Cartridge Bearings
o574 Fully Sealed Mechanisim ]
Bearings: Upper & Lower #1508 J— Q};Jc\,
)
Technical Specification ~ Size model# L1 L2 Stack height Weight ‘ !
Technoglide ZS22SL  1-1/8" TG36zS2SL 36 20  56mm 7074 ‘ i’;g
250
0445 443 % - 0565 -

! =
} © Options | % 50

|
T
| f

|| I i\

I (W

/// ‘ \\“ \“
[

I
T

0
‘ © Light alloy taller top cover Plastic Top Cover BLT Top Cover Top cover w/ Cable hanger
+0,05 f 15 mm, 20 mm, 25mm

©55,9-0
062 ®50 ‘
- B 049.6

25225 2S225X . )
1.5ZSX25 Z2S22, Turn limit, ZS22SL

1,1

page.09
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Technoglide 1.5ZS e Terious ZST2 228.6
/ N

Zero Stack system @fi High-tension steel

Lightweight and strong duraluminum alloy construction ‘ Ball retainer type semi-integrated headset system

Fully Sealed Mechanism %88 ‘ Fully Sealed Mechanism

Tange Seik'i original sized 1.5" Cartridge Bearings ) ZST2-LT: Light alloy longer top cover

Only 1.5" size fork and ID56mm straight head tube available < Color variation: Silver, Black, Blue, Red, Gold, Green and etc. as option

Black anodizing and Nickel Black color available tgri: Bearings: Upper & Lower #300 for 1" and #800 for 1-1/8"

Bearings: Upper & Lower #1728

©39.740.25 Technical Specification ~ Size model# L1 L2 Stack height Weight
Technical Specification = Size  model# L1 L2 Stack height Weight *62 Terious ZST2 1" TE32ZST2 74 35 109mm 7409
Technoglide 1.5ZS 15" TG46ZS2 100 24 124mm 1459 Terious ZST2 1-1/8" TE36ZST2 74 35  109mm 930g

Technoglide 1.5ZSR . Terious ZSTQ
OnePointFive Zero Stack for 1-1/8"fork %@—L’ High-tension steel
Fits OnePointFive size headtubes and 1-1/8" forks with ZS design T Dt Semi-cartridge type s.eml-lntegrated headset system

. L . . X Fully Sealed Mechanism
Lightweight and strong duraluminum alloy construction — ! S Ll
Tange Seiki original sized 4T5 Cartridge Bearings ST z 'II'Q-LT._ L'.ght. al!lcay Ion?er t°p| cover I .
Fully Sealed Mechanism 5;3 Co or var'latlon. Silver, Black, B ue, Red, Gold, Gree.n and .etc. as option
Bearings: Upper & Lower #1508 ¢ Bearings: pre-assemble ball retainer onto cup (semi-cartridge)

Technical Specification Size Model# L1 L2 Stack Height Weight @i i Technical Specification = Size ~ model # L1 L2 Stack height Weight

Technoglide ZSR 1.5"Headtube/ 1-1/8"Steerer TG1.5ZSR 7.1 2.0 9.1 mm 156.0 g o Terious ZSTQ 1-1/8" TE36ZSTQ 6.8 26 94mm 140.0 g

630
$28.6
Terious 1.5ZSR-BR T Terious ZSTE

OnePointFive Zero Stack for 1-1/8" forks

High-tension steel
Ball retainer type 1.5" to 1-1/8"

Economical ball retainer type o4
Reducible Headset System Sealed Mechanism |
Fully Sealed Mechanism Light alloy longer top cover optional ¢ p0
Bearings: Upper & Lower #800 b Only 1-1/8" size .
r 15mr-n long top cover available (ZSTEP-15) ( é
Technical Specification Size model # L1 L2 Stack height Weight \_¢ - Bearings: Upper & Lower #3800
Terious ZSR-BR 1.5"headtube/ 1-1/8"Steerer TE1.5ZSR-BR 7.1 1.8  89mm 11409 : B }
Technical Specification  Size  model# L1 L2 Stack height Weight
Terious ZSTE 1-1/8" TE36ZSTE 5.1 43 94mm 10109 ¢ 30
Terious ZSTEP-15 1-1/8" TE36ZSTEP 16.0 43  203mm 11509
$49.655 8
256
.00
05652 . 09638 o483
+ e | !
‘ ] \ ©
< ‘ I
N |
|
| |
M o | L
* | @
¢ 62 56 | *
! 450
1.5Z2S 1.5ZSR 1.5ZSR-BR

Reversible type headset

High-tension steel

ZST2, ZSTQ, ZSTE




TANGESEIKI

e | TANGESEIKI
value through technology . n s - - value through technology

LEVIN =il Falcon riL2s0c fﬂw
NJS approved model Eﬂ Cartridge Bearing System %:U o
Tange Seiki Traditional Headset . “ &

Lightweight and strong duraluminum alloy construction

19.8

CNC Machined Fully Cr-Mo construction
Super Stone Polish on every ball races
Fully Sealed Mechanism

Bearings: Upper & Lower #700

CNC Machined Fully Cr-Mo construction Tk Tange Seiki original sized 4T5 Cartridge Bearings

Super Stone Polish on every ball races Fully Sealed Mechanism

Bearings: Upper & Lower #300 L Silver and Black anodized color available ®30.2

]/: 4{\ < Bearings: Upper & Lower #1501
Technical Specification = Size model # L1 L2 Stack height Weight \Egﬁ ® . T . : : f )
LEVIN 1 LV-11 255 124 37.9mm  1550¢ T Technical Specification Size model# L1 L2  Stack height Weight L
T ema T Falcon 1" FL250C 240 113 353mm  89.0¢g ( Q\ )
\ L—’ *
$26.4
$22.5
N L B4
LEVIN-CDS S i Falcon riaroc

Cartridge Bearing System

Lightweight and strong duraluminum alloy construction
503 Tange Seiki original sized 4T5 Cartridge Bearings
Fully Sealed Mechanism

[
Silver and Black anodized color available
(E é—r Bearings: Upper & Lower #1508

A

Technical Specification = Size  model # L1 L2  Stack height Weight

LEVIN-CDS 1" LV-CDS 198 10.2 30.0mm 12709
Technical Specification = Size ~ model# L1 L2  Stack height Weight {n
Falcon 1-1/8" FL270C 230 115 345mm 1020g¢g \ @] =
26.4
f
B
$22.3
LEVIN Alloy 1500 - .
NJS approved model y lﬁi’i .
. (T agu—
> K Passage
Lightweight and strong duraluminum alloy construction 3 | E— /5 ! g S
Heat-treated Cr-Mo ball races - : 0 High-tension steel ( % &
Super Stone Polish on every ball races Y Triple Sealed Mechanism !
Drilled non-structual areas for reduced weight 6302 C.P., Black EDP, Satin Finish available
Fully Sealed Mechanism Bearings: Upper & Lower #350 for 1" and #800 for 1-1/8" $30
Bearings: Upper & Lower #300 $30.2
) L i Technical Specification ~ Size model# L1 L2  Stack height Weight
Technical Specification Size  model# L1 L2  Stackheight Weight E—— Passage ' PAS2ST 200 105  30.5mm 11809 i
LEVIN Alloy 1500 1" LV-1500 250 125 37.5mm  110.0g = ] Passage 1-1/8" PA36ST 212 108  320mm  137.0¢ \ ) 9
L* — =
$26.4 1
627
$26.4
=, Q‘\‘ ) a ;
) : = ( .
roo Y i |
e 1
=3 / AL
- L34
Bz 1
= jis E |
A il 1 11

page.13
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Passage SE32DX

Lightweight and strong duraluminum alloy construction
Heat-treated High-tension steel ball races

Triple sealed Mechanism

Silver and Black anodized color available

Bearings: Upper & Lower #350

Vantage Z2S22

Lightweight and strong duraluminum alloy construction
Tange Seiki original 4T5 Cartridge Bearings
Fully Sealed Mechanism

44
Bearings: Upper & Lower #1501 for 1" and #1508 for 1-1/8"
Technical Specification = Size  model# L1 L2  Stackheight Weight Technical Zpecification Size mogel # L1 L2 Stackheight Weight : .
" Vantage Z 1" VZS21 120 22 14.2 mm 82.0g¢g
Passage DX 1" PA32DX 229 130 359mm  1030g S Ve 78 L Vasel 144 20 lsamm orsy L 4% J !
Tance JAPAN %0
_ 6B4
Passage SE36DX Vantage ZSLT »
Lightweight and strong duraluminum alloy construction Light alloy conical top cover hides lock nut assembly =
Heat-treated High-tension steel ball races
Triple sealed Mgchanism Lightweight and strong duraluminum alloy construction
Silver and Black anodized color available 'll:'a:':gesSelik(ijon;igi:al 4715 Cartridge Bearings
Bearings: Upper & Lower #800 ully Sealed Niechanism
9 PP Bearings: Upper & Lower #1501 for 1" and #1508 for 1-1/8"
Technical Specification = Size model# L1 L2  Stack height Weight
Passage DX 1-1/8" PA36DX 248 121 369mm 11909 Technical Specification ~ Size  model# L1 L2 Stackheight Weight
Vantage ZSLT 1" VZSLT21 254 22 276mm  98.0g Ty
Vantage ZSLT 1-1/8" VZSLT81 254 22  276mm  1000¢g F
0
230-0,1
$22.5
) Vantage ZSELT
. B
Vantage B : : :
g — © Light alloy conlcall top cover is I¢I:m lock nut assembly
/ = & High-tension steel cups and ball retainers
NJS approved model ’ ) Fully Sealed Mechanism
CNC Machined A7075-T6 Light Alloy Bearings: Upper & Lower #3800
Lightweight and strong duraluminum alloy construction
Heat-treated Cr-Mo ball races -~ sm2 - Technical Specification =~ Size model # L1 L2 Stack height Weight
Triple Sealed Mechanism ‘ Vantage ZSELT 1-1/8" VZSELT-81 254 28 282mm 138.09
Silver and Black anodized color available )
Bearings: Upper & Lower #700 / '/J:ﬂi\;i‘“
§ ( O 2
Technical Specification ~ Size model# L1 L2  Stack height Weight tﬁﬁ
Vantage 1" AV-505 216 115 331mm 9559 2.4
2.5
Vantage DL _, . =
CNC Machined A7075-T6 Light Alloy : { o)W
Lightweight and strong duraluminum alloy construction 3 % / : | ‘\E
Heat-treated Cr-Mo ball races g : L
Triple Sealed Mechanism > g
Bearings: Upper & Lower #700 for 1", #800 for 1-1/8", #900 for 1-1/4" v T 302 T
i ’
Technical Specification = Size model# L1 L2 Stack height Weight [ h — ‘ '
Vantage DL 1" VR-254 213 115  328mm 90.09 '\\(‘ i . '},
Vantage DL 1-1/8" VR-286 217 115 332mm 98.09 \\___' o ‘
Vantage DL 1-1/4" VR-318 230 116 346mm  103.0¢g
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Vantage ZSELT-30

Keeps it's shape even when used with a basket

Can tear off the part of plastic ring to assemble basket holder
Light alloy top cover hides top lock nut and washer

1" and 1-1/8" available

Bearings: Upper & Lower #350 for 1" and #800 for 1-1/8"

Technical Specification ~ Size  model# L1 L2 Stack height Weight
Vantage ZSELT-30 1" VZSELT27 173 23  196mm  127.2¢g
Vantage ZSELT-30 1-1/8" VZSELT30 204 28 232mm  1505¢

Auto Stabilizer

Stabilize your bicycle

Stabilize your bicycle from falling over when loading a front basket

or putting your baby in a front chair

Simply rotate the stabilizer and it prevents the front wheel from rotating
and your bike falling over

1" and 1-1/8" size available

Bearings: Upper #800 Lower #350 for 1", Upper & Lower #800 for 1-1/8"

Technical Specification = Size model# L1 L2  Stack height
Auto Stabilizer 1" Auto Stabilizer-27 453 109 56.2mm
Auto Stabilizer 1-1/8" Auto Stabilizer-30 453 109 56.2mm

LN-3912CLC for Community and Electric bikes

Forged Steel Solid axle

Steel Black EDP cups and body

68mm, 70mm, 73mm shell width, and every sized axle available
Right hand lock ring for chain case

Left hand plastic cover to avoid dirt by grease

Economical nut type axle available

page.17

1845

3425

MAG60C

ADC Top Lock Nut, Notched Washer and Adjusting cone are for Anti-rusting
semi-cartridge type upper and lower cup

Loose Proof Mechanism

Bearings: Pre-assemble ball retainer onto cup (semi-cartridge)

Technical Specification ~ Size  model# L1 L2  Stack height Weight
MA60C 1" MA60C 249 106 355mm  149.0g¢

TG-235

High-tension steel
C.P., Black EDP, Satin Finish available
Bearings: Upper & Lower #350

Technical Specification  Size model# L1 L2  Stack height Weight
TG-235 1" TG-235 237 11.0 347mm 1300¢g

MX-2

Strong duraluminum Cr-Mo cups and cone
C.P., Black EDP available

For BMX Bikes

Bearings: Upper & Lower #500

Technical Specification Size model # L1 L2  Stack height Weight
MX-2 132.7/264 MX-2 239 105 344mm  172.09g

AW-27

High-tension steel

C.P., Black EDP available

For BMX Bikes

Bearings: Upper & Lower #500

Technical Specification Size model# L1 L2 Stackheight Weight
AW-27 1'132.7/264 AW-27 238 105 343mm 164.0g
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Alloy Cap Set

_

Bearing Spec

Light Alloy & Stainless steel

\!.

Bolts

& Steel

Model Description headset Bottom Bracket 1" 1.125" 1.25" 1.38" 1.5"
#300 Ball Retainer 5/32" x 20 [ | [l [ | ] [] ] ]
#350 Ball Retainer 5/32" x 16 [ | O [ | ] ] ] ]
#375 Ball Retainer 1/4"x 11 ] [ | (] ] L] L] L]
#380 Ball Retainer 1/4" x 9 ] [ | ] | L] L] L]
#500 Ball Retainer 3/16" x 15 [ | ] (] L] L] L] L]
#550 Ball Retainer 5/16" x 9 ] [ | [] L] L] ] L]
#551 Ball Retainer 5/16" x 12 ] [ | (] [l L] L] L]
#700 Ball Retainer 5/32" x 20 [ | ] [ | ] [] ] Il
#800 Ball Retainer 5/32"x 22 [ | ] (] [ | ] L] L]
#900 Ball Retainer 5/32"x 22 [ | O] ] O | | O
#1200 Stainless steel bearing  |42x30.5x 7 [ | [] [] [ | [] L] L]
#1400 Cartridge Bearing 44.8x30.2x 7.9 [ | O ] | ] [l O
#1501 Cartridge Bearing 38.1x27.2x 6.3 [ | ] [ | L] L] L] L]
#1508 Cartridge Bearing 41x30.2x 6.3 [ | O ] | ] [l O
#1508HB | Hybrid Cartridge Bearing |41x 30.2x 6.3 [ | ] [] [ | L] L] L]
#1510D Cartridge Bearing 41x30.2x 10.4 [ | O (] | ] [l O
#1516 Cartridge Bearing 41.8x30.2x 6.3 [ | ] (] [ | (] [l ]
#1516HB | Hybrid Cartridge Bearing |41.8x30.2x 6.3 [ | ] (] | ] [l O
#1518 Cartridge Bearing 41.8x30.2x 8 [ | ] (] [ | ] [l O
#1518HB | Hybrid Cartridge Bearing |41.8x30.2x 8 [ | ] (] | (] O Ol
#1528 Cartridge Bearing 44.8x31.4x 6.3 [ | ] (] [ | ] [l O
#1530 Cartridge Bearing 43x30.2x7.2 [ | ] (] | ] [l O
#1545 Cartridge Bearing 45x30.2x 7.7 [ | ] (] [ | (] ] ]
#1546 Cartridge Bearing 48x30.2x 7.7 [ | ] ] | (] O Ol
#1652 Cartridge Bearing 46.8x34x7 [ ] ] (] O [ | ] L]
#1652HB | Hybrid Cartridge Bearing |46.8x 34x 7 [ | ] ] [l | [l Ol
#1708 Cartridge Bearing 50.8x 40x 7 [ | ] (] O (] ] |
#1718 Cartridge Bearing 51.8x40x 8 [ | ] (] [l ] [l |
#1718HB | Hybrid Cartridge Bearing |51.8x 40x 8 [ | ] (] ] L] ] |
#1720 Cartridge Bearing 52x40x 7 [ | ] (] O L] Ol |
#1720HB | Hybrid Cartridge Bearing |52x 40x 7 [ | ] (] ] L] ] [ |
#1728 Cartridge Bearing 52x40x 8 [ | ] (] O L] Ol |
#1728HB | Hybrid Cartridge Bearing |52x40x 8 [ | ] ] ] L] [l |
#1738 Cartridge Bearing 49x37x7 [ | ] [] O O | ]
#1738HB | Hybrid Cartridge Bearing |49x 37x 7 [ | [] [] L] L] || L]

One Piece Alloy Expander
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Super Lightweight Carbon Spacer

Carbon Spacer

TANGESEIKI
value through technology

. Cup & Cone type Classic BB

JR

Fully CNC machined Cr-Mo Right & Left hand cups
Fully CNC machined Cr-Mo Hollow axle
Super Stone Polish on every ball races for smooth rotation

1.37"x24T BSA Thread

68mm and 70mm BB shell
Satin finish
Set of 7 pcs

.~ LN79SL

Slidable center sleeve accepts all kinds of crank set

CNC precision machined light alloy cups and sleeve
Bearing ID 24.0 mm

.~ LN-7922

Fully machined Cr-Mo Hollow axle
Light alloy cups and body
73mm and 68mm shell width, and every sizes axle available

.~ BB30 Adapter

From BB30 to normal external BB cup set
CNC Fully precision machined to very tight tolerance
For 68mm or 73mm BB shell
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BB220SB BB220ST
LN-3922

Fully CNC machined heat-treated steel cups and cones High-tension steel
Forged Steel Solid axle Tange Seik_i original sized Cartridge Bearings C.P. or UCP available
For BMX Bikes For BMX Bikes

Steel C.P. cups and body
73mm and 68mm shell width, and every sizes axle available

LN-3912

Forged Steel Solid axle
Steel Black EDP cups and body
73mm and 68mm shell width, and every sizes axle available

BB chart
Model BB SHELL
D

Length
JL JR CL L
68 17 18 41 103
68 185 205 435 107
68 205 205 435 109
68 225 205 435 111
68 225 23 46 1135
68 235 235 465 115
68 23 25 48 116
68 25 25 48 118
68 25 26 49 119
68 26 28 51 122
68 26 295 525 1235
68 285 305 535 127

73 16 18 435 107
LEN-3912 EN standard passed BJo 8 435 0 o

73 20 205 46 1135 ‘
European EN standard Passed and Certified for Strength and Durability LN-7922 73 21 21 46,5 115 CL

i " 73 205 225 48 116 0,15

Forged Steel Solid axle LN-3922 (73~ 225 225 48 118 i D ‘ RO
Steel Black EDP cups and body LN-3912 |73 235 255 51 122
73mm and 68mm shell width, and every sizes axle available LN-3912C |73 26 28 535 127 L£1,0

100 21 24 74 145
100 22 25 75 147
100 25 23 73 148
100 24 255 755 1495
100 25 26 76 151
100 24 29 79 153
100 245 30 80 1545
100 245 315 815 156
100 35 26 76 161
100 29 33 83 162
100 295 345 845 164
100 35 33 83 168
120 23 21 81 164
120 245 255 855 170
120 25 30 90 175
120 30 30 90 180
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